PROFICIENCY TEST                          GASOLINE  iis14B05EN                            lab code:

Report to: 
ing. R.J. Starink 







email iisnl@sgs.com (preferred) or fax.  + 31 181 69 4543 

Report form A for analysis results of sample #14195
(based on scope EN228)




                                before October 31, 2014
	Determinations

	Unit
	Reference method (**)
	Actual method used(**)
	Unrounded

result #14195
	Result #14195
cfr. used standard

	API Gravity
	---
	D1298
	
	
	

	Appearance
	---
	
	
	
	

	Aromatics by FIA in %V/V
	%V/V
	EN15553
	
	
	

	Aromatics by GC in %V/V
	%V/V
	ISO22854
	
	
	

	Aromatics by GC in %M/M
	%M/M
	
	
	
	

	Benzene
	%V/V
	ISO22854
	
	
	

	Copper strip 3hrs/50°C
	rating
	
	
	
	

	Density @15°C
	kg/m3
	ISO12185
	
	
	

	Distillation @ 760 mmHg
	Manual or Automated                             M / A      1)

	- Initial Boiling Point
	°C
	ISO3405
	
	
	

	- Temp at 10% evaporated
	°C
	ISO3405
	
	
	

	- Temp at 50% evaporated
	°C
	ISO3405
	
	
	

	- Temp at 90% evaporated
	°C
	ISO3405
	
	
	

	- Temp at 40% recovered
	°C
	ISO3405
	
	
	

	- Temp at 50% recovered
	°C
	ISO3405
	
	
	

	- % evap. at 70ºC, E70
	%V/V
	ISO3405
	
	
	

	- % evap. at 100ºC, E100
	%V/V
	ISO3405
	
	
	

	- % evap. at 150ºC, E150
	%V/V
	ISO3405
	
	
	

	- Final Boiling Point
	°C
	ISO3405
	
	
	

	- Distillation residue
	%V/V
	
	
	
	

	- Loss
	%V/V
	
	
	
	

	Doctor test
	---
	
	
	
	

	Existent gum (sol. washed)
	mg/100ml
	ISO6246
	
	
	


1) Please send a print out of  the instrument for distillation and please circle the correct option.
 (**) Please see the letter of instructions

Name of laboratory:
Date of sample receipt:
Country:                                                                                        City:
Name of contact person:                                                                       Date of report:

Report form B for analysis results of sample #14195

                    
(based on the scope from EN228)











Before October 31, 2014
	Determinations

	Unit
	Reference method (**)
	Actual method used(**)
	Unrounded

result #14195
	Result #14195
cfr. used standard

	Lead as Pb
	mg/L
	EN237
	
	
	

	Manganese as Mn
	mg/L
	EN16135
	
	
	

	Olefins by FIA 2)
	%V/V
	EN15553
	
	
	

	Olefins by GC in %V/V
	%V/V
	ISO22854
	
	
	

	Olefins by GC in %M/M
	%M/M
	
	
	
	

	Oxidation Stability 3)
	minutes
	ISO7536
	
	
	

	Oxygenates
	

	- Ethanol
	%V/V
	EN1601
	
	
	

	- Ethers (5 or more C atoms)
	%V/V
	EN1601
	
	
	

	- ETBE
	%V/V
	EN1601
	
	
	

	- MTBE
	%V/V
	EN1601
	
	
	

	- Methanol
	%V/V
	EN1601
	
	
	

	- DIPE
	%V/V
	EN1601
	
	
	

	- TAME
	%V/V
	EN1601
	
	
	

	- iso-Butyl alcohol
	%V/V
	EN1601
	
	
	

	- iso-Propyl alcohol
	%V/V
	EN1601
	
	
	

	- tert-Butyl alcohol
	%V/V
	EN1601
	
	
	

	- Other oxygenates
	%V/V
	EN1601
	
	
	

	Oxygen content
	%M/M
	EN1601
	
	
	

	Sulphur
	mg/kg
	ISO20846
	
	
	


2) Without oxygenates correction
3) Only report ”>” when above 900 minutes, otherwise report a real breakpoint
The test results can also be reported via our new internet based “results reporting” platform at www.kpmd.co.uk/sgs-iis/
Information about login and passwords can be requested by sending an email to: iisnl@sgs.com

Name of laboratory:                                                                      Date of sample receipt:

Country:                                                                                        City:
Name of contact person:                                                                       Date of report:
NB Electronic version of the report form is available on our internet site www.iisnl.com

