PROFICIENCY TEST                          BITUMEN iis14F02                                   lab code:

Report to: 
ing. R.J. Starink 







email iisnl@sgs.com (preferred) or fax.  + 31 181 69 4543 

Report form A for analysis results of sample #14260
(according to Paving Grade EN12591)



                 before December 19th, 2014
Please note that the softening point of this sample is approximately 40°C.
	Determinations

	Unit
	Reference method (**)
	Actual method used(**)
	Unrounded

result #14260
	Result #14260
cfr. used standard

	Density at 25°C
	kg/m3
	EN 15326
	
	
	

	Dynamic Shear Rheometer
	

	- Shear Mod G* at 60°C, 1.59 Hz
	Pa
	EN14770
	
	
	

	- Phase Angle at 60°C, 1.59 Hz
	°
	EN14770
	
	
	

	Dynamic Viscosity at 60°C
	Pa.s
	EN 12596
	
	
	

	Flash Point, COC
	°C
	ISO 2592
	
	
	

	Fraass breaking point
	°C
	EN 12593
	
	
	

	Kinematic Viscosity at 135°C
	mm2/s
	EN 12595
	
	
	

	Penetration at 25°C
	0.1 mm
	EN1426
	
	
	

	Penetration Index
	-
	EN 12591
	
	
	

	RTFOT at 163°C
	

	- Change of Mass
	%
	EN12607-1
	
	
	

	- Retained Penetration
	%
	EN12607-1
	
	
	

	- Viscosity Ratio
	-
	EN12607-1
	
	
	

	- Increase in Softening Point
	°C
	EN12607-1
	
	
	

	Softening Point (Ring&Ball)
	°C
	EN 1427
	
	
	

	Solubility in Xylene
	%M/M
	EN12592
	
	
	


(**) Please see the letter of instructions

The test results can also be reported via our new internet based “results reporting” platform at www.kpmd.co.uk/sgs-iis/
Information about login and passwords can be requested by sending an email to: iisnl@sgs.com

Name of laboratory:
Date of sample receipt:
Country:                                                                                        City:

Name of contact person:                                                                       Date of report:
Report form B for analysis results of sample #14261
(according to Paving Grade EN12591)



                 before December 19th, 2014
Please note that the softening point of this sample is approximately 55°C.
	Determinations

	Unit
	Reference method (**)
	Actual method used(**)
	Unrounded

result #14260
	Result #14260

cfr. used standard

	Density at 25°C
	kg/m3
	EN 15326
	
	
	

	Dynamic Shear Rheometer
	

	- Shear Mod G* at 60°C, 1.59 Hz
	Pa
	EN14770
	
	
	

	- Phase Angle at 60°C, 1.59 Hz
	°
	EN14770
	
	
	

	Dynamic Viscosity at 60°C
	Pa.s
	EN 12596
	
	
	

	Flash Point, COC
	°C
	ISO 2592
	
	
	

	Fraass breaking point
	°C
	EN 12593
	
	
	

	Kinematic Viscosity at 135°C
	mm2/s
	EN 12595
	
	
	

	Penetration at 25°C
	0.1 mm
	EN1426
	
	
	

	Penetration Index
	-
	EN 12591
	
	
	

	RTFOT at 163°C
	

	- Change of Mass
	%
	EN12607-1
	
	
	

	- Retained Penetration
	%
	EN12607-1
	
	
	

	- Viscosity Ratio
	-
	EN12607-1
	
	
	

	- Increase in Softening Point
	°C
	EN12607-1
	
	
	

	Softening Point (Ring&Ball)
	°C
	EN 1427
	
	
	

	Solubility in Xylene
	%M/M
	EN12592
	
	
	


 (**) Please see the letter of instructions

The test results can also be reported via our new internet based “results reporting” platform at www.kpmd.co.uk/sgs-iis/
Information about login and passwords can be requested by sending an email to: iisnl@sgs.com

Name of laboratory:
Date of sample receipt:
Country:                                                                                        City:
Name of contact person:                                                                       Date of report:
NB Electronic version of the report form is available on our internet site www.iisnl.com

