PROFICIENCY TEST      HYDRAULIC OIL (fresh)  iis14L20                        lab code:

Report to: 
ing. R.J. Starink 







email iisnl@sgs.com (preferred) or fax.  + 31 181 69 4543 


Report form A for analysis results sample #14219
                                 before November 28, 2014
	Determination
	Unit
	Reference method 
(**)
	Actual method used (**)
	‘unrounded’ result #14219
	Result #14219 cfr. used standard

	Acid Number, Total
	mg KOH/g
	D664
	
	
	

	Copper Corrosion
	rating
	
	
	
	

	Density at 15°C 
	kg/l
	D4052
	
	
	

	Flash Point PMcc  
	Procedure used :                                     A  /  B / C 1)

	- Flash Point PMcc  
	oC
	D93
	
	
	

	Foaming Characteristics
	

	- Foaming Tendency (at end of 5 min blowing period)
	
	
	

	            Sequence I, Foam
	ml
	D892
	
	
	

	            Sequence II, Foam
	ml
	D892
	
	
	

	            Sequence III, Foam
	ml
	D892
	
	
	

	- Foam Stability (at end of 10 min settling period)
	
	
	

	            Sequence I, Foam
	ml
	D892
	
	
	

	            Sequence II, Foam
	ml
	D892
	
	
	

	            Sequence III, Foam
	ml
	D892
	
	
	

	Viscosity Index
	
	D2270
	
	
	

	Kinematic viscosity at 40°C
	mm2/s
	D445
	
	
	

	Kinematic viscosity at 100°C
	mm2/s
	D445
	
	
	

	Viscosity Stabinger at 40°C
	mm2/s
	D7042
	
	
	

	Viscosity Stabinger at 100°C
	mm2/s
	D7042
	
	
	

	Pour Point, manual
	°C
	D97
	
	
	

	Pour Point, automated,1°C int.
	°C
	D5950
	
	
	

	Sulphur
	mg/kg
	
	
	
	


 (**) Please see the letter of instructions

1) Please circle the correct option

The test results can also be reported via our new internet based “results reporting” platform at www.kpmd.co.uk/sgs-iis/
Information about login and passwords can be requested by sending an email to: iisnl@sgs.com

Name of laboratory:
Date of sample receipt:

Country:                                                                              City:

Name of contact person:                                                            Date of report:
Report form B for analysis results sample #14219
                                 before November 28, 2014

	Determination
	Unit
	Reference method 

(**)
	Actual method used (**)
	‘unrounded’ result #14219
	Result #14219 cfr. used standard

	Water    
	Procedure of D6304 used :                   A  /  B  /  C 1)

	Water content
	mg/kg
	D6304
	
	
	

	Water Separability at 54°C
	

	- Time to reach 3 ml or less emulsion
	min.
	D1401
	
	
	

	- Time to reach 37 ml of water
	min.
	D1401
	
	
	

	- Time to reach complete break 
  (40-40-0)
	min.
	D1401
	
	
	

	- Test aborted?
	                                                              YES / NO 1)

	- volume of oil phase
	ml
	
	
	
	

	- volume of water phase
	ml
	
	
	
	

	- volume of emulsion phase
	ml
	
	
	
	

	Elemental Analysis:

	Calcium as Ca
	mg/kg
	D5185
	
	
	

	Phosphorus as P
	mg/kg
	D5185
	
	
	

	Zinc as Zn
	mg/kg
	D5185
	
	
	


 (**) Please see the letter of instructions
1) Please circle the correct option

The test results can also be reported via our new internet based “results reporting” platform at www.kpmd.co.uk/sgs-iis/
Information about login and passwords can be requested by sending an email to: iisnl@sgs.com

Name of laboratory:
Date of sample receipt:

Country:                                                                              City:

Name of contact person:                                                            Date of report:






